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STA 12+44.54-15+00

DRAINAGE CHANNEL
LINE WITH EC-3

NOTES:

DRAINAGE CHANNEL
LINE WITH EC-3

1. IF MORE THAN 3" OF ADDITIONAL FILL IS REQUIRED, USE COARSE AGGREGATE OR

AGGREGATE BASE BELOW THE LEVELING COURSE.
2. CONNECT VDOT UD-4 TO EXISTING UD—4, STATION 12+44.54.
3. VDOT UD—4 OUTLET PIPES TO BE INSTALLED AT A MAXIMUM OF EVERY 200"
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STA 15+00-16+01.66
STA 22+82.01-27+25

NOTES:
1. IF MORE THAN 3" OF ADDITIONAL FILL IS REQUIRED, USE COARSE AGGREGATE OR
AGGREGATE BASE BELOW THE LEVELING COURSE.

2. GRADE 2'—0" DEEP DITCH (3:1 SIDE SLOPES) INBOUND LANE SIDE ONLY, APPROXIMATELY
STATION 15+00-16+01.66.

3. VDOT UD—4 OUTLET PIPES TO BE INSTALLED AT A MAXIMUM OF EVERY 200'.
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ROAD CENTERLINE
STA 16+76.90-22+06.77

NOTES:

1. IF MORE THAN 3" OF ADDITIONAL FILL IS REQUIRED, USE COARSE AGGREGATE OR
AGGREGATE BASE BELOW THE LEVELING COURSE.

2. GRADE 2'-0" DEEP DITCH (3:1 SIDE SLOPES) INBOUND LANE SIDE ONLY, APPROXIMATELY
STATION 16+76.90-20+75.

3. VDOT UD—4 OUTLET PIPES TO BE INSTALLED AT A MAXIMUM OF EVERY 200'.
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ROAD CENTERLINE
STA 16+01.66—-16+76.90
STA 22+06.77—-22+82.01

NOTES:

1. IF MORE THAN 3" OF ADDITIONAL FILL IS REQUIRED, USE COARSE AGGREGATE OR
AGGREGATE BASE BELOW THE LEVELING COURSE.

2. GRADE 2'—0" DEEP DITCH (3:1 SIDE SLOPES) INBOUND LANE SIDE ONLY, APPROXIMATELY
STATION 16+01.66—-16+76.90.
3. VDOT UD—4 OUTLET PIPES TO BE INSTALLED AT A MAXIMUM OF EVERY 200'.
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NOTE: PAVEMENT TIE-QUT IS THE SAME FOR ALL PAVEMENT
CONSTRUCTION.
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